
Design Radiators by ISAN

Quadrat 
Horizontal
Quadrat Horizontal combines clean geometry with modern design. 
Horizontally positioned square sections add an elegant architectural touch 
that elevates any contemporary interior.
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Quadrat Horizontal

Code
Height (H) /Length (L)

Depth 
(B) Weight Water 

capacity 
Temperature

exponent
Output  

75/65/20°C
Power imput Z heating 

rod, Mini ECO, Vision
Power Input

Rio, Neo, Vivo
Connection

span (Z)
White colour 

RAL 9016 Electric

[mm] [mm] [kg] [l] [-] [W] [W] [W] [mm]

DQUH 0505 0700 40 6,3 3,9 1,269 301 300 400 660 ✓ ✓
DQUH 0505 0900 40 7,7 4,7 1,269 375 400 400 860 ✓ ✓

Technical information

Material steel profiles 40×40 mm

steel profiles 25×25 mm

Connection threads 4 × G1/2"

Testing overpressure 0,65 MPa

Max. operating overpressure 0,5 MPa

Max. operating temperature 110 °C

Number of profiles 8

Modification options

Surface treatment colour

Height range [mm] NO

Length range [mm]  NO

Electric version YES

Standard connection (SK) STANDARD

Middle connection (SM) NO

Side connection (SB) NO

One-sided into space fixing NO

Type height (H) / length (L) [mm]

Mounting

H 0505
L 0700

H 0505
L 0900

Type X [mm] A [mm]

Metal brackets 60-70 80-90

Connection options

L

H

L

H

X AB

Z

The type of connection must be specified in the order.

SK SK SK SK ZK ZK MK PK LK/JK LK/JK EK EK

The weight of radiators does not include water and packaging.


