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Design Radiators by ISAN

Grenada Plus
The popular Grenada radiator is now also available in an electric version 
with perpendicular-to-wall mounting. If necessary, a swivel joint makes it 
possible to divide the bathroom space into two sections and the towel rail 
can also be used for fabric warming.

colour ref. chart
→ 161

electric regulators
→ 154
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Grenada Plus

For ordering procedure see page 162 / The weight units includes water and packaging / Only with reg. Mini PW / When choosing an atypical design or other color, please contact the sales 
department for an individual calculation.

Technical information

Material steel profiles D30×35 mm /

steel pipes Ø 20 mm

Operating voltage  230 V AC, 50/60 Hz

Number of pipes 16, 25

Technical information

Surface treatment colour

Height range [mm]  NO

Length range [mm]  450, 500, 600

Change of dimensions individual calculation

Electric version  STANDARD

Standard connection (SK) NO

Middle connection (SM) NO

Side connection (SB)  NO

One-sided into space fixing  STANDARD

Type height (H) / length (L) [mm] Mounting
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Type X [mm] A [mm]

Metal brackets 67,5 550

Swivel joint to easy handle  
of the electric radiator

The rotating function facilitates radiator 
placement in the desired position

Connection options

MK

Code
Height (H) /Length (L)

Depth 
(B) Weight Water capacity Temperature

exponent
Output  

75/65/20°C
Power input 

Mini ECO
Connection

span (Z)
Electric

RAL 9016
[mm] [mm] [kg] [l] [-] [W] [W] [mm]

DGRP 0775 0500 MK01 30 10,5 3,0 - - 400 - ✓
DGRP 1175 0500 MK01   30 14,9 4,4 - - 600 - ✓
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