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Jedinecny identifikacni kéd typu vyrobku

Cislo: 51601

Otopna ocelova télesa

Typ, série nebo jakykoli jiny prvek um
Otopna télesa série SPIRAL:

RA, RAO, RAT, RAS

Zamyslené pouiiti

V otopnych soustavach v budovach
Distributor:

ISAN Radiatory s.r.o.

Cejl 105

602 00 Brno

Ceska republika

IC:25334727, DIC: CZ 25334727

oznujici identifikaci vyrobka

3

Provozovna: Porici 26
678 01 Blansko
Ceska republika

Systémy posuzovani a ovéfovani stalosti vlastnosti stavebnich vyrobku

Systém 3

Notifikovana osoba

Oznamena zkusebni laborator ¢.1015 provedla uréeni typu vyrobku na zakladé zkou$ek typu a vypracovala
protokol o zkousce ¢.1015-CPR-30-14162 dne 2.11.2019

Vyrobce na vlastni odpovédnost prohlasuje, Ze vlastnosti vyse uvedenych vyrobki jsou ve shodé s

vlastnostmi deklarovanymi v nasledujici tabulce:
Harmonizované
Zakladni charakteristiky Vlastnost technické
specifikace
Reakce na ohen Al
Uvoliiovani nebezpeénych latek Neni

Tésnost

Zadna netésnost otopného télesa pfi 1,3 nasobku
nejvyssiho pripustného provozniho tlaku [kPa]

Odolnost proti pretlaku

Z4dné zndmky roztrieni otopného télesa pfi 1,69
nasobku nejvyssiho pripustného provozniho pretlaku
[KPa]

vvvvv

1000 kPa

Povrchova teplota

nejvye 120°C EN 442-1 ed.2:2015

Tepelné vykony

WWwWw.isan.cz

Tepelné vykony za odlisnych
provoznich podminek

WWWw.isan.cz

Trvanlivost jako:

Odolnost proti korozi

Z4dna koroze po vystaveni vihkosti na dobu 100 hod

Odolnost proti mechanickému
poskozeni mensimi narazy

Tfida O

Blansku dne 15.12.2020

/ 678 33 Plansk, Poriti 2
1C0: 28334727, Dic: €225

Ing. Richard Svrbik
Predstavitel vedeni pro kvalitu



I5AN

Number: S1601

DECLARATION OF PERFORMANCE

in compliance with DECREE OF THE EUROPE PARLIAMENT AND THE COUNCIL (EU)

no. 305/2011

Unique identification code of the product type:

Steel radiators

Type, batch or seridl number or any other element allowing identification of the products:

Heating bodies of SPIRAL series:
RA, RAO, RAT, RAS

Intended use:
Heating systems in buildings

Distributor:

ISAN Radiatory s.r.o.
Cejl 105

602 00 Brno

Czech Republic

I1D:25334727, TaxID: CZ 25334727

Plant address:  Pofrici 26

CE eni¥vHy

678 01 Blansko
Czech Republic

System or systems of assessment and verification of constancy of performance of the product

Assessment system 3

Notified Body

Notified Body no.1015 performed determination of the type of product on the basis of a test and issued a test
report no. ¢.1015-CPR-30-14162 on 2.11.2019

The manufacturer declares to his own responsibility that characteristics in the table below apply to all

products mentioned in 2 above:

Pressure tightness

No heater leakage at 1,3 multiple of maximum operating
pressure [kPa]

Pressure resistance

No signs of heater burst at 1,69 multiple of maximum
operating pressure [KPa]

Maximal operating pressure

1000 kPa

Surface temperature

Max. 120°C

Heating outputs

Heating outputs under different
operating conditions

WWW.isan.cz

Durability:

Corrosion resistance

No corrosion appearance after being subjected to
humidity for 100 hours

Resistance to minor mechanical
impact

Class 0

Harmonized
Essential characteristics Performance technical
specification
Reaction to fire Al
Release of dangerous substance None

EN 442-1 ed.2:2015

Blansko, 15.12.2020

Management representative for Quality




